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THE IOCAL BUCKLING STRENGTH OF LIPPED Z -COIUMNS

WITH SMALL IIP WIDTH

By Pai C. Hu and James C. MoCulloch
SUMMARY

A method is presented for calculating the local buckling
strength of lipped Z-columna with small lip width, and some experi--
nmental date are presented showing the agreement between theoretical
and experimental results,

INTRODUCTION

For the construction of stiffened comprescion panels, Z—gection
stiffeners are ircquently used, ¥For the calculation of the local
buckling strength of these compreszion panels, a method employing
some of the principles of moment distribution is in ccrmon use. The
critical stresses calculated by this method azre= well with exreri-
mental ¢ritical stresses for most dimension ratios. Ii, however,
the flange width is very small a3 compared to the web width, this
method breals down and the experimental critical stresses fall below
the theoretical values. As a consequence, a dii7erent theory must
be developed to cover these proportions,

Figure 1 shows a Z-stiffened panel. One stiifener can be
reversed, as indicated in the Tigure, without alTecting the local
buckling strength of the panel., I this stil.ener ig reversed, a
section similar to a lipped Z-column is obtained. OSince the physical
action of the lipped Z-column ig similar to action o’ the "-stillened
panel and the cost of the lipped Z-colimn specimens is less than that
of Z-gtilfened panels, testis were made of lipped Z-columns in order
that the theory presented herein may be reasonably substantiated
before it is applied to Z--stifTened panels with narrow Ilanges.
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SYMBOLS
torgion-bending constant, dependent upon location of axis
of rotation and dimensions of cross section, inches
major part of Cpp
minor part of Cpp

.3
flexural stiffness of plate Bt
12(1 - u2)
modulus of elacticity, kel
shear modulus of elasticity, ksi

polar moment of inertia of lip—flange cross section about
] 1
axls of rotation, inches

torsion constant for lip—Fflange section, inches*
(Product GJ in torsion problems is analogous to
product EI in bending problems)

stiffnesc in moment distribution analysis for far edge
supported and subJjected to simusoidally distributed
moment equal and oppnosite to moment applied at near
edge

stiffness in moment distribution analysis for far edge
not supported but elastically restrained against
rotation and deflection

nondimensional coefficient used in plate~buckling formula
wildth of 1lip, inches

width of flange, inches

width of web, inches

thickness of plate; inches

critical compressive stress, ksi
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by half wave length of buckles in longitudinal direction,
inches
7 ‘ nondimensional coefTicient for plates which accounts for

decrease of modulus beyond elastic range; it also is
influenced by slight discrepancies between actual
specimen tested and idealized specimen for which
calculated strength is made

T nondimensional coefficient for columns corresponding
' to n for plates

Subscripts:

F flange
L lip
W web

THEORY

Observations of tests of lipped Z—columns show that one type of
buckling occure when the lip width is large and another type when the
lip width is very small. Pigure 2 shows the two types of buckling.
When the lip width is large there is only rotation of all the Joints,
When the lip width is very small, however, there is a combination of
rotation of all the joints and deflection of the lip—~flange Jjoints.
Since in the method of moment distribution, the assumption is made
that no deflection of the Joints occurs, it is apparent that the
method is not applicable when the lip width is small., A method of
solution must consequently be used which takes into account deflection
as well as rotatlion of the joints.

The present method for small lip widths considers the lipped
Z~-column as consisting of three structural units — the web and a pair
of lip-flange combinations, The lip—flange Joint is thus allowed to
deflect as well as to rotate. The buckling load is then obtained
from the criterion that the sum of the stiffnesses of the two plates
Joined along a common edze must be zero: ‘ '

('«IV v
5" web * ° rlange = © (1)
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This c¢riterion is identical with the neutral-stabdility criterion of
reference 1,

ASSUMPTIONS

For the calculation of the local buékling strengtn of the
lipped Z--column with small 1ip width the following assumptions
were made:

(1) The actual cross section, which may have rounded corners,
can be replaced by an idealized cross--section as shown
in Jigure 1

(2) The lip-Tlanze combhination rotates about an axls which is
the inftcrsection of the flange and web of the column

(3) All the assumpblons of the torsion bending theoxry
agsociated with the torziom-bending coustant Cyp

(reTerences 2 and 3} are used

(4) The tyves of deformstion shown in Figures 2(a) and 2(b)
occur independently ol each other since they are of
approcicbly different wave lsngths

An additional assumniion is necessary when the buckling stresses
are in the vnlastic ronge:
(5) The plastic effecte are anproximately accounted for by
vsing valtes 0. n and T given in relerences Y %0 9

MIFPHOD 00X SOIUTTON

For a solution of the problem of determining local buckling
girenstlh, the lipped 7 colwmm 1s considered as thiee structural
unite -- the web ard a pair ol lin-Tlange caxbinations. The gtiff—
nesses of all thres otructurel unite ob ithe intersections of the web
and flanges are compuled for geveral assuned values of wave length
and dbuckling stress. With thore ytiiinesses known, the criterion
of zero total stiifnens at the two common intersections (equation (1))
can be apnlied. Thus, by a aycten of triasl cealculations and inter—
polations, the cwitical buckling stress of the plate assembly
is obtainzd.
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Stiffness of the Wedb

Since the two lip—-flange combinations are similar, the web is
a plate with the far edge supporied and subjected to sinuscidelly
distributed momenis equal and opposite to the moments applled at the

near edge. The stiiffness o
from the gtiifness tables o

the web sIV can therefore be obtained
reference 10,

=y

S5tilffness of the Lip Flange Cambination

For the stiitness of the lip-{lange combination, two types cf
gtiffness must be considered: (1) the sti. fness against CYoss--
gectional deformation (rig. 2(a)) and (2) the stiifness against
lateral deTlections of the live (“ig. 2(b)). Inaumucn as the wave
lengths of these two types of delomation are appreclably diiferent,
the deformations are agsumed to occur ndependently of each other as
already mentioned in the list of agsrumptions. It is therefore
necessary tc use only that type of stiliness icor the lip~ilange

combination in the equation (1) which gives the lower cxitical stress.

The first type of stifiness — that is, stifinesz against ¢rogs—
gectional deformation — can ve calcilated by the method o. moment
distribution anong the plate elenents in which no deflection of the
Jointe 1s asswumed,

- The second. type cf stiffness - that ig, stiffness agﬁinst
lateral deflections of the lips -- can be calculated from the Toimula

2 .

! nel : n r .27 ¢

S‘flanre= - Z Ogp = 7 &I = o~ ;:RAQI (2)
> L= P “p AE

which is taken from refersnce 1ll, The coelficlents n and =T

take into account the reduction oi Young's modrlus E when the
material of the columnn is loaded beyond the elastic range. Values
of m and T can be obtained for acsumed values o critical stress
from the curves for various aircrafy structural materials ¢given in
references 4 to 9., The coefficient Cpp consists of a major part

Cp eand a minor part COp ({relference 2 or 3). For the case ol the
lipped Z—column with a definite lip, the minox vart,

363 Ly 3
Op = $2bm tF° + Zgbr, 1,3

is small as compared with the major nait CB end can be neglected.
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2 lower limit for the major part CB can be calculated by assuming

the lip—-flange combination free to slide along the web, for which
case the formula, as derived by the methods of reference 3, 1is

L o4 gL L
Op = -gbr 302ty L= (3)
b, t
1+ 1_..1..:' ..L.
OF tI".

An upper limit for Cp may be calculated by assuming the lip-Tlenge
cambination fixed in the longitudinal direction atv the intersection
with the web. TFor this cass, the method of reierence 3 must be
changed to meke the longitudinal displacements ol the {lange zero.
The following equation is then obiained:

CB = %bL‘SbFEtL (2-!)

The two formulas (3) and (L) reprecent the limiting cases for
Cg, that is, the {lange web joint free to g§lide and the rlange-web
Joint fixed. The true condition will be an interuediate value,
Since there is but little diifersnce in the critical stresses calcu-
lated by the use of the two coeifTiciecnts (formulas (3) and (%)) and
since formula (3) gives the more concervative values, it is
recommended lor use,

Nmerical Example

An exemple is given in the appendix to demonstrate the appli-
cation of this method. The local buckling strensgth is calculated

b
for lipped Z—column of b‘E ~ 0.7, %L ~ 0,3, and P-t"iz 29 for each
i T |

type of deformation shown in Figures 2(a) and 2(b).

COMPARISCN BETWESN TIEORETICAL AND
EXPLRTMENTAL CRITICAL STRESSE
A comparison between theorctical and experimental critical

stresses is shown In rigure 3. The theoretical values calculated by
the method of moment distribution are shown as the dotted line,
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The theoretical values calculated by the method of the present
paper by uge of the limiting assumptions for Cg are shown as the
two sclid lines, These two curves bracket most of the experimental
values obtained from plate-buckling tests of formed lipped Z--coluvmns
of 2IS-T sheet material as shown by the circled test points. From
thie figure, it is concluded that theoretical critical stresses

that agree well with experimental critical stiesues can be calculated
for all lip widths.

Langley Memorial Aeronautical Iaboratory
National Advigory Committee for Aeroneutics
langley Field, Va. April 17, 1947
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APTENDIX
NUMERICAL EXAMPLE

It ie desired to calculate the local buckling strength of a
lipped Z—column, Fformed from 24S-T sheet material, of the following
dimensions: :

= 0.7 inch

t
1

o'
i
!

= 2,52 inches
by = 3.5 inches

0,126 inch

t
1l

With these dimensions known, the values of I
calculated

p? J, and Cg are

IP = <%bF3 4+ %):bLB + bL'bF2>t = 1.,2552 inchesh

I = J3'<bL + bp)t3 = 0.002154 tnches™

Cp = jﬁbLBngt ——2F ) = 0.0807 inches®

The approximate equation for J is cobtained Trom page 243 of
reference 12,

The numerical computations are glven in table I. The values
in columns 1 and 2 arve assumed., The values of veolumn 3 which are
trlal elastic buckling stresses are calculated {rom the formula

Sou - gy 22D (A1)

bwet
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With these trial elastlc buckling stresses known, the values of
column 4, which are trial buckling stresses, can be obtained from
reference 4, With column 4 known, the values of 7 and T,
(columns % and 6) can be obtained from references 4 and 7, respec—
tively. Tt will be noted that T is taken for extruded material.
It is considered that formed coluuns of the proportions of this
specimen have material properties nearer to those of extruded
material than to those of thin strip maﬁe“lal since fo"mlng tends
to 1ncrease the yield strength.

-Column T, which gives values for the stiifness of the lip-
flange combination, is calculated by formulae (2). The stiffness
coefficients Tor the web, column ¢, are obtained from reference 10O.
The values of column 9 are the stifinesses of the web at either edge,
and column 10 is the total stiffness of all the members intersecting
at one edge of the web, ' '

By graphical interpclation for cach assumed value of- %ﬁ

(column 1), the value of Xy is obtained for which the total
stiffness ol the Joint considered is zero., These values of ky are

shown in colum 11, Also by granhical interpolation the minimum
value of ky is obtained. Figure 4 shows this interpolation for the

minimum value of ky. With this minimun valve of ky = 3.99 and
equation (Al), the elagtic buckling ctress is calculated as

' g-g-.- = I+6¢7 ksi
n
and from reference k4
Ogr = 39.0 kel

The foregoing example was computed by use of the stiffness
against lateral deflections of the lips, It is also necessary 1o
conglder the stiffness against cross—sectional deformation, This
stiffness is considered when the method of moment distribution among
the plate elements is used end no deflection of the Joined edges is
assuned. The computations are not included herein since the method
is already in general use (reference 1), The relationship

g -
between ocr eand ~%X of reference 4 18 vsed to account for the

plasticity effects, The critical strees calculated by the method of
moment distibution is

Of the two types of buckling considered, the typas occurring at
the lower stress (39. 0 ko;) is the type to be expected. ;
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TABLE I
JLIUSTRATION OF COMPUTATIONS FOR
NUOMERICAL EXAMPLE
1 21 3 k 5 6 7 8 9 10 11
A Ior SIvbw Iv
B | W %or 1 5 sV STl st | sVasTV| iy
(referense L)| (reference 4){ (reforence 7)|{equation (2))(reference 10)

5400 3.50{ 41,0 35.7 0,87 0.16 ~0,132 0,476 0,224 0,092
4,00 6.9 39.0 .83 .62 -, 194 168 2100 L,016
h,50| 52,7 42,0 80 U8 ~252 459 .199] —.053(|4.12

4,50} 3.50! 41,0 35.7 .87 .76 -,120 1466 +220] .100
4,00 h6.9 39.0 .83 .62 ~.203 5L .205] .002
4,50} 52.7 42,0 .80 RS .283 L2 «191 ~-,092 |4.01

4,00} 3.50{ 41,0 35.7 87 0.76 -.076 1456 .215  .139
4,00[ 46.9 39.0 .83 0,62 -.195 RAN 2198 .003
L.50 52,7 42,0 .80 0.48 ~309 2L 2183} =.126|L4.00

3.00| 3.50] 41.0 35.7 .87 0.76 .367 136 $205] 4572
4,00 46.9 39.0 .83 0.62 060 12 .185{ .246
4,50 52.7 42,0 .80 0,18 —-232 307 .168) —~.06414,38

NAT10RAL ADVISORY
COMMITTEE FOR AERONAUTICS
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Figure 1.- Similarity of Z- stiffened panel and lipped Z-column.
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Fig. 2
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Figure 3.- Comparison of theoretical and experimental critical stresses

for formed lipped Z-columns of 243-T sheet material.
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